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Declaration of Conformity 

We declare under sole responsibility that the following equipment to which this declaration 
relates, meets the essential principal requirements and is in conformity with the relevant sections 
of the applicable standards and other normative documents, and is suitable for use in systems 
designed to comply with the standards at the stated grade and environmental class. If changes 
are made to the product which is covered by this declaration of conformity, the declaration of 
conformity will no longer be valid. 

Part No Description Eqpt Type Grade Env 
Class 

Standards Used 

RP128P04P ProSYS 128 Kit Control Panel 3 2 A,B,C,D 
RP140P04P ProSYS 40 Kit Control Panel 3 2 A,B,C,, D 
RP128KCLP Proximity LCD Keypad & 2 Tags Keypad 3 2 A,B,D 
RP128EPSP 3 amp Supervised Switch Mode Power Supply Accessories 3 2 A,B,C, 
RP128EW08B ProSYS Wireless 8 Zone Receiver 868MHz Accessories 2 2 A,B,D,E 
RP128EW16B ProSYS Wireless 16 Zone Receiver 868MHz Accessories 2 2 A,B,D,E 
RP128EZ16G3 ProSYS 16 Zone Expansion Module Accessories 3 2 A,B,D 
RP128EZ8G3 ProSYS 8 Zone Expansion Module Accessories 3 2 A,B,D 
RP128ST ProSYS Stu Adaptor Interface Module Accessories 3 2 A,B,D 
RP296E04 ProSYS 4 Relay Output Expander Accessories 3 2 A,B,D 
RP296E08 ProSYS 8 Transistor Output Expander Accessories 3 2 A,B,D 
RP296EL9 999 Event Log Memory Expansion Module Accessories 3 2 A,B,D 
RP296EPSP Power Supply Expander  Accessories 2 2 A,B,C 
      
      

 
 

Manufacturers Responsible Person:-  

Douglas Luscombe 

Date:- 

15 March 2007 

Signature:- 
 
 
 
 
 
 

 

Position:- 

Managing Director  

 

Company Name:- 

RISCO Group UK Ltd 

Certificate No:-  
GTPD013:0307 v1 ProSYS 

Address:- 

 
 
 
 
 
  

Note:  RISCO Group UK reserves the right to make modifications to this document without prior notice 

Key Standard 
A PD6662:2004 Incorporating Amendments Nos. 1 and 2. 
B prEN50131-1:2004 
C BS EN50131-6:1998 
D DD CLC/TS50131-3:2003 
E  EN 50131-5-3 2005 
  

 

 


